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CT-SAWS860-*
SAW Filtered Modulator

Modulator Description

The CT-SAWS860-* is a fixed channel, PLL
controlled, video and audio modulator with SAW
filtering. It is available for any cable channel from
2 to 127. It's video dynamic range insures 87.5%
modulation depth over a wide video input range.
The vestigial sideband selectivity allows
maintenance free adjacent channel configuration.
An efficient power supply enables cool and stable
operation. The unit offers high performance, low
cost and compact design. The unit is backed by a
two year limited warranty.

The CT-SAWS860 is a professional quality fixed
channel 19” rack mounted modulator providing
an audio and video modulated RF carrier for any
single channel between 2 and 127 CATV. Any
standard audio/video source can be used,
including satellite receivers, demodulators,
VCRs, laser/DVD players, and TV/security
cameras.

The CT-SAW860 employs highly stable
synthesized frequency control. Multi stage
bandpass filtering is precision tuned for maximum
benefit and adjacent channel operation. Setup
and tuning is easy and straightforward taking
advantage of the unit's front panel access to all
level controls and indicators. Channel frequency
information with FCC offsets is programmed into
each unit at the factory.

The CT-SAW860 meets or exceeds government
regulatory requirements, including FCC group
delay pre-distortion for color transmission, and
FCC Docket 21006 aeronautical offset
requirements.

Application

Designed for commercial grade headend
systems, the CT-SAW860 provides system
operators the engineering ease and flexibility
associated with new headend deployments,
existing headend upgrades, and system
maintenance.

Email: sales@cabletronix.com

Features and Benefits

e +55dBmV RF output level

e Phase lock loop frequency control

SAW Filtering for maintenance free

adjacent channel configuration

Spurious output -60 dBc

Auxiliary AC outlet

Cool operation

Excellent value for your investment

dollar

e 2 Year limited warranty. Warranty
can be extended to 3 years

Modulator Specifications

Frequency Range: Channels 2-127

Video Input Level: 0.7 to 1.5 Vp-p for 87.5% modulation
Video C/N: 60 dB (4 MHz BW)

Output Level: +55 dBmV (+/- 2 dBmV audio RF

level is adjustable from 7-22 dB
below video carrier)

Frequency Stability: +/- 5 kHz Maximum
Hum and Noise: -60 dB min. @ 87.5% modulation
Audio Input Level: 250 mV min. for +/- 25 kHz deviation

Audio Input Impedance: 600 ohms or High Z, unbalanced
Spurious Output: -60 dBc typical (@ A/V ratio-15dB)

Power Requirement: 120 VAC, 60 Hz, 10 Watts
Dimensions: 19"L x2%"D x 1 %"H

Call For Pricing On This Product With
International Video Standards.
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Specifications

CT-SAW860-*

SAW Filtered Modulator

RF Output Frequency CATV Channels 2 to 127
Output Level +55 dBmV typical, 13 dB Adjustable
Spurious Output > 60 dB typical (@ A/V ratio -15dB)
C/N Ratio 60 dB typical (4 MHz BW)
Hum and Noise -60 dB min. @ 87.5% modulation
Frequency Accuracy +5 kHz Maximum
Output Impedance 75 Ohms
Output Return Loss 9dB
A/V Ratio —7 to —22 dB Adjustable
Video Input Level 0.7 to 1.5 V p-p (Min.) for 87.5 % Modulation
Input Impedance 75 Ohms
Input Return Loss 20dB
Flatness +1 dB,
Video Signal-to-Noise Ratio 62 dB
Differential Gain 5.0 % (10 to 90% APL)
Differential Phase 5° (10 to 90% APL)
Group Delay Response meets FCC group delay pre-distortion requirements for color
transmission
Audio Input Level 0.8 V p-p for 25 KHz Peak Deviation
Input Impedance 600 ohms unbalanced
Flatness +1 dB, 50 Hz ~ 15 kHz
Harmonic Distortion <1 %, 50 Hz ~ 15 kHz
General Power Requirement 120 VAC, 60 Hz, 10 Watts
Dimensions 19"Wx2.25"Dx 1.75"H
Operating Temperature Range -10°C to 50°C
Power Cord 6’ Round
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The CT-SAWS860 audio / video modulators are regulatory compliant. All product specifications are accurate at time of
printing, but are subject to change.

The CT-SAWS860 carriers a 2 year limited warranty. The Warranty can be extended to three years. Contact a sales
engineer for details.

Email: sales@cabletronix.com

Web: www.cabletronix.com





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


